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General Scope of Works:

e  Convert existing attic space to new bedroom & en-suite.

e Insulate the floor joists with sheepswool.

e Lay new boards & firrings/levellers as required.

e Strip roof & insulate between and under rafters with a
new breather roof felt/paper and timber battens - relay
existing tiles.

e  New plasterboard to underside of rafters.

o New timber stud partitions with plasterboard to walls to
create proposed layout.
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Building Control Issue

NOTES:

DO NOT SCALE FROM THIS DRAWING. ALL LEVELS, ANGLES
AND DIMENSIONS TO BE CHECKED ON SITE PRIOR TO
COMMENCEMENT OF WORKS.

THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL
RELEVANT STRUCTURAL ENGINEERS AND MECHANICAL AND
ELECTRICAL ENGINEERS DRAWINGS, DETAILS AND
SPECIFICATIONS.

§
> |
S
N D
- r S
) T T e
2 | Smoke| 7 | ) O
Detection e | Conservation e Lot
/ 3 7/
/ Low level bulkhead roof light Lo
. / [
Attic Bedroom 1 A .
e pe | /7 7 [
2?20 o // | // P
| / . 4 | |
| Dgsmgl , L
| 4 o) Outward opening door e [
r()_Q_m )/ -5 or alternatively install b
| = pocket door hidden b
| 3 with walls. / o
> ~ .
| @ o
— =< En-suite |
[
_______ | Tyt T T TT T T ——7T7 R | |
| Smoke. Shower Room .
| Detection o \\\ i : A
—————— A T iy MRS
I
I
I
I
I
I

into existin
drainage

to roof

Attic Plan 1:50

hatching denotes

painted timber

part of house belonging bell cupola
/fo adjacent property clay peg tiles
7
/4
hatching denotes
—new lead clad part of house belonging
ldead clad |~ dormer window —— —lead clad—| 7 /—fo adjacent property
—dormer 23— dormer /|
|- —brickwork|— [ gpuged/brickwork ——| parapet wall
gable | —/L hpagérs — / with lead
14 7 / gutter
II/
7 - floor level
ceiling level
? %?‘.;
floor level
4 ceiling level
boundary wall
. \ ek
|:| |:| I:”:I floor level
] = ground level

SOUTH ELEVATION

painted
Georgian
timber
entrance

/
N new side single glazed

timber fixed window
sash windows

added to the side of
the existing sash- cill
and brick header to
be extended

Front Elevation 1:100

Revisions:

Waste to conngct

I
I

\\ i
/< External timber stud \*/alllI constructed from
2.5mm plasterboard IWit staggered,
N\ s s .
taped joints and plaster skim coat; Tyvek
membrane SD2 air leakage barrier on
oul 150mm X 50mm treated timber studs at
600mm centres; insulation between studs
to be 100mr?n5ingspaﬂl1 Tl?ermawall.
S |

N |

Building Control Issue

Client:  Mr Mitchell Colman
2 Theydon Priory
Theydon Garnon
Epping
CM16 6NU
Project: Loft Extension and Additional Windows
2 Theydon Priory
Theydon Garnon
Epping
CM16 6NU
Title: Proposed Floor Plans & Elevations
Date: Drawn by: Checked by:
March 2019 Cem Orhan
Scale @ A1: Drawing no.: Revision:
1:50/ 1:100 C-PAD/02/19/102 /




